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MicroSound 
(Door Magnetic Induction) 

V15.16 

 
 
 
 
 
 
 

1. Product features 

Ø Door magnetic induction triggers to play voice; induction distance is 2 cm.  

Ø Adopt WT2003 voice chip; welcome mode and alarm mode are alternative(trigger to play the first voice 

regularly).  

Ø A button is to choose the next one and switch between A and B mode; B button is to adjust volume and 

switch mode between trigger with interruption and trigger without interruption.  

Ø A mode is all loop play; B mode is single playback.  

Ø Power-off memory mode; default mode is B mode, trigger with interruption. 

Ø Through PC software, direct to update voice by USB cable connected to computer. 

Ø Adopt 3 AAA batteries or USB to supply power, choosing only one power supply mode. When download 

voice, take out the batteries first, then connect with computer to replace voice.  

Ø Built-in 8 ohm 1w speaker.  
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2. Electrical parameters  

Power Supply DC3V-5V, 3 AAA batteries 

Working Current 
Sleep standby state  

Close door (no voice play) ≤1uA 

Open door (no voice play) ≤23MA 

Playing state ≤120mA(DC4.5V) 

Audio format MP3 Bit rate: 8~224Kbps 

Audio output power 8Ω/1W(typical value) 

Magnetic Induction Distance ≤2cm 

3.. Appearance and guidance 

3.1 Appearance introduction 

   Total size: 60mm*90mm*26.6mm. 

          

 

Notice: this product does not support micro SD card currently.                  

4.2 Operating guidance 

Easy to operate, the product has one mini USB interface, A/ B button, slide switch.  

Slide 

switch  

Power off function: Power off when slide to the bottom 

Alarm mode: When slide to the middle, it becomes alarm mode. When door open, play voice all the 

time. You can long press button B to switch whether alarm voice can be interrupted when close door. 

Welcome mode: when slide to the top, it becomes magnetic triggering mode. 

Button A 
Long press: Red LED flashing once means single cycle mode. Everytime open door, it will play 

one sound. If door is not closed, stop playing after finishing the sound play. 

Mini 
USB 
Interface 

Voice Play 
Indicator 

 Slide Switch  

Button B 

Door Magnetic 
Induction Area 
 

Button A 
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Long press: Red LED flashing three times means recycled playback. Everytime open door, it 

will play the next sound. If door is not closed, stop playing after finishing the sound play. 

Short press: Play the next sound or choose current sound as the activated sound.  

Button B 

Long press: Red LED flashing once, switch to trigger with interruption mode. Everytime open 

door, it will play sound. If close door, triggering can interrupt current sound playing.  

Long press: Red LED flashing three times, switch to trigger without interruption mode. 

Everytime open door, it will play sound. When close door, triggering cannot interrupt current 

sound playing until its play completed.  

Short press: 0-7 volume ranges. 0 is mute. 

5.Update voice 

Use microUSB data cable to connect to computer. Computer will see a removable disk.  

First, format this removable disk. 

Second, open the disk, create two new folder, named “warning”, “welcome”. 

Third, open “warning” folder, copy the alarm music into this folder. 

Fourth, open “welcome” folder, copy welcome music into this folder. 

Note: This device has no battery charging protection. Please take out batteries first, then connect to 

computer to copy voice files, to avoid high current that may cause damage to battery or even battery 

explosion. 

Indemnification 
SHENZHEN WAYTRONIC ELECTRONIC CO.,LTD. reserves the right to modify and use information without 

prior notice to customers. New product specifications will be subject to the latest version. 


