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KingSound 
(WiFi Timing Control) 

WT-50700J V1.03 

 

 

1. Introduction 

KingSound voice prompter adopts mature pyroelectric human body induction technology, built-in Wi-Fi module, 

and uses mobile APP to operate. It can choose to play different voice content according to different places and 

different time periods, easy to install and easy to operate. Widely used in Government, exhibition halls, 

supermarkets, stations, airports and other places. 

2. Features 
 Motion sensor can be accurately recognized when a person passes by, and play sound. 
 Support external trigger control, timing play, interval time play. 
 MP3 audio format playback, beautiful sound quality. 
 Support Wi-Fi connection, use the mobile APP to set the timing, easy to operate. 
 1 ~ 50 sets of timing data can be set. 
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 Voice update is convenient, you can automatically update the voice files by U disk. 
 Built-in flash memory, the duration of voice playback can be customized according to customer needs. 
 Can set the loop playback function. 
 With clock display function, the current time will be automatically updated after connecting the phone. 
 Built-in 8Ω / 2W amplifier. 
 

3. Specification  
 Working voltage:                DC12V 
 Standby current:                ≤100mA 
 Working current:                    ≤2W 
 FLASH capacity:                Standard 32Mbit FLASH(customize 64~128Mbit) 
 Human body induction angle:       30º~60º 
 Induction distance:            ≤ 4 meters 
 Working temperature:         -20℃~35℃ 
 Dimension:                           104*100*28mm 
 
4. Function panel 
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Note: 
1. USB interface: can connect with U disk, copying voice files of U disk to internal FLASH memory; cannot connect 
with computer directly to download voice.  
2. Trigger is external input, can have an external sensor input, low effective; COM and NC are external equipment 
control port, will close when body induction triggers to play. 
 
5. Downloading voice 
A. Copy MP3 format audio files to the U disk(only voice can be stored in U disk, no any other file). If there are 
special requirements, users need to copy file to the U disk one by one, such as 001xxx, 002xxx. 
B. Insert USB flash drive to the USB interface of the device. 
D. The digital tube displays the word "COPY", indicating that the voice content is being copied. If the copy fails, 
“EEOR” will be displayed. At this time, you need to re-plug the U disk. 
Note: The voice file size cannot be larger than 4M 
 
6. Timing Setting 
 
6.1 Download APP 
For Android system, you can scan the code to download. 
 

 
 
 
 
 
 
6.2 Search and connect device  
1.Turn on the product and wait for the initialization, then the voice will be played automatically.  
2. Use you mobile phone to search Wi-Fi and connect the Wi-Fi named “KingSound”, no need to enter password. 
The connection is successful as shown in the figure below. 
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6.3 APP connection 
1.After the product successfully connects to the mobile phone WIFI, open the APP to enter. 
2. At this time, the corresponding device name starting with "King Sound" will appear on the APP. Click the 
prompt to require a password to log in.  
3.Enter "000000" to enter. 

 
4.You will enter the timing setting page after enter password, as show in picture 1. 
5.Click this button(on the top of left)      to enter working mode, as show in picture 2 

 

                              Picture 1                     Picture 2 
Working mode setting instructions: 
 
1. Human body induction mode: 
Supports setting up to 50 groups of timings. During the timing period, the voice will be played when the motion 
sensor triggered. 
1.1 Single loop play mode: In this mode, only play this sound when motion sensor triggered. 
1.2 Play in order mode: Play the sound one by one once motion sensor triggered. 
1.3 All loop play mode: In the timing period, play the sound in all loop mode, no need to trigger the motion 
sensor. 
 
2. External trigger mode: 
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Support to set 50 groups of timings, during the timing period, when the external trigger port is triggered, the 
voice  
 
will play. 
Note: This function can not work at present 
 
3. Timing play mode: 
Supports setting up to 50 groups of timings, and the voice will be played automatically once on the time(the start 
time must be earlier than the end time). 
    
4. Interval playback mode: 
Support 1 ~ 60 minutes (relay function is invalid in this mode, you can choose play which sound, if not, then play 
sound immediately). 
 
6.5 Add timing group 
After set the working mode, click the “Add” button to enter timing setting, as show in picture 3. 
6.5.1 Days setting: choose from Monday to Sunday; 
6.5.2 Sound setting: choose audio to play, play mode, listen the current sound, volume adjust; 
6.5.3 Relay Switch setting: Turn on/off the relay switch, this function is work on human body induction mode,  
external trigger mode and timing play mode; 
6.5.4 Setting start time: the start time must be less than the end time, (the default is 1 minute from the start to 
the end) 
6.6.5. Setting end time 
6.5.6 After all the setting finished, click “ok” button to save, then it will back to the timing page and on the bottom 
left, you will see the red point, click to update, it will reminder you update successfully or not and the red point 
will disappear. As show in the picture 4 and 5. 

 

                 Picture 3                    Picture 4                        Picture 5 
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6.6 Interval Play Setting 
First enter timing interface, click the button “      ” to set the interval, support from 1-60 minutes, then save the 
record. As show in picture 6. 
 
6.7 Timing setting for relay switch 
First enter timing interface, click the button “      ” to set the time, support from 1-60 minutes, then save the 
record. As show in picture 7. (The model did not support relay switch function) 
 
6.8 Audio play interface 
Support MP3 files play, previous, next, play, stop, playing mode, volume adjustment. As show om picture 8 

 

             Picture 6                       Picture 7                    Picture 8 
 
7. FAQ 
7.1 The mobile APP cannot search for connections:  
(1) After download the APP, it is necessary to open the WIFI and allow the app know your positioning.So you can 
directly open the APP to search and connect device for setting operations.  
(2) The default IP address of the product is 199.199.199.1. Some brands of mobile phones will change the  
address to 192.168.168.1, resulting in inconsistent IP addresses and unable to connect. In this case,should 
manually changed to the this IP address199.199.199.1. 
7.2. The mobile phone cannot enter the APP normally: 
Some brands of mobile phones do not support the APP setting item temporarily. Clicking the setting button may 
cause the APP to close and restart.  
7.3 Synchronous settings are invalid:  
After the completion of the setting, a "synchronization" and red dot appears in the left corner. You need to click to 
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update .  
For example, the "synchronized" dot with red color needs to be clicked again until the red dot disappears and the  
 
notification is successful. 
7.4 No voice playback:  
(1) This product has only 4M internal storage, and only supports MP3 format, and the bit rate is in the range of 16-
320Kpbs. Please confirm the above before copying.  
A. Confirm whether the sound is set to the minimum or silent mode.  
7.5. The product has not been triggered but keeps playing:  
(1) Make sure that the product works temperature is within the range of 0-30 degrees, and can not be installed 
and used in the conditions that with frequent temperature changes such as under air conditioning.  
(2) The sound files exceed 4MB, after exceeding the product's memory, it may cause the product fail to play . 
7.6. Narrow trigger range:  
It is recommended that the installation height should be no more than 2.5 meters. Install too high may cause 
problems such as failure to trigger at short distances or narrow trigger horizons. 
7.7. Modify password:  
After entering the initial password, enter the timer list. You can click on the upper right to change the password 
and log out. If you forget the password after changed, you need to return to the factory setting and to initialize 
the password. 
7.8 The app did not support IOS system at the time being. 
9. The external trigger mode and relay delay are not available for the time being. 
 
8. Installation instructions 
 

The installation is ceiling type. If suspended on wall, the installation height should be not more than 2 meters. 
 

 Installation Notes: 
a) Forbid hot-line work. 

b) Pay attention to the positive and negative, no random connection. 

c) The load can not exceed the rated power. 

d) Do not install in the place with temperature over 40℃ and large air flow or great temperature variation. 
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Indemnification 
SHENZHEN WAYTRONIC ELECTRONIC CO.,LTD. reserves the right to modify and use information without 

prior notice to customers. New product specifications will be subject to the latest version. 
 

Contact Us 

Shenzhen Waytronic Electronics Co., Ltd. 
Tel: +86-755-29605099 
Fax : +86-755-29606626 
Website: https://www.waytronicmfg.com/ 
E-mail: info@waytronicmfg.com 
Add:4/F,Building No.11,Fuan Robotics Industrial Park, Fuyong,Baoan 
District,Shenzhen ,518103,Guangdong ,China 

 

https://www.waytronicmfg.com/
mailto:info@waytronicmfg.com
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