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WT-E12 V2.00
Voice Prompter
(Body Induction)

1.Product features

 Support button up/down selection.
 Support single/full track mode adjustment.
 Support Led digital display -volume and mode .
 It supports connecting the data cable to the computer to change the voice.
 The maximum memory is 4MB.
 Support IPX5 water proof.
 Hanging design, convenient, fast and simple installation.

2.Electrical parameters

Power supply
DC5V power adapter (type-C interface)

Built-in 2500mA lithium battery

Working current

Sleep state ≤150uA

Play current (MAX) ≤300mA

Charging current ≤900mA

Audio format MP3 Rate：16~320Kbps

Audio output power 8Ω 2W

Sensing range ≥4 meter（-20-40℃）

Volume level ≥90 dB
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On/off

3.Appearance and operating guidance

3-1 Panel

3-2 Button function

Buttons Operation Function

Short press Next

Short press Volume adjust from 0 to 6

Short press
LED displays “A” as single mode

LED displays “B” as loop mode

3-3 Voice replacement

（1）Plug the type-C data cable into the type-C port of the product and connect it to the computer.
（2）After the computer recognizes the removable disk, double-click to open it.
（3） Put the required MP3 format voice into the removable disk. The total voice content should be less than 4M.
（4） After the copy is completed, unplug the data cable to complete the copy.

3-4 Indicator status

Indicator status Function

Red color

Always on Indicator light is always on when voice playback is triggered

Fast flash When the battery voltage is low, the volume is halved, and flash 5
times after playing

Fast flash When the battery is under voltage, only the light will flash and no
sound will play

Green color Always on Always on when charging
Turn off It goes out after the battery is fully charged

PIR sensor

Digital LED screen

Speaker

Buttons /type-c
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4.Installation and application scenarios

5.Installation environment and precautions
(1) Too high ambient temperature (≥ 40 ℃) will affect the sensing distance and sensitivity.

(2) The air conditioner and fan directly facing the sensing head will affect the sensing distance and sensitivity.

6.FAQ

Question Answer

Turn on the power and the human
body has no sound output through

induction

Confirm whether the product adjusts the sound to the
minimum

Why it playing even no one pass by Please charge the battery first. Too low power will lead
to incorrect play

The connected computer cannot
recognize the removable disk

First check whether the data cable is normal, or plug
and unplug the connection again.

Why keep playing when temperature is
low

Thermal infrared human body sensing will increase with
the decrease of temperature, and the sensing distance
can be up to about 9 meters when the temperature is
17 ℃. Please select the appropriate location for
installation

7.Packing accessories

Name Number
Main machine 1

Universal bracket 1
5V1A Adapter 1
USB cable 1

Fix the bracket with screws

360 ° left and
right rotation,
180 ° up and
down rotation

Fixed with
hexagon screw

Rotation
Hexagon screw
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Indemnification
SHENZHEN WAYTRONIC ELECTRONIC CO.,LTD. reserves the right to modify and use information without

prior notice to customers. New product specifications will be subject to the latest version

Contact Us
Shenzhen Waytronic Electronics Co., Ltd.

Tel: +86-755-29605099
Fax : +86-755-29606626
Website: waytronicmfg.com
E-mail: info@waytronicMFG.com
Add:2/F,Building No.6,Fuan Robotics Industrial Park, Fuyong,Baoan
District,Shenzhen ,518103,Guangdong ,China
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